
 

CERAMIC TILE CUTTER 
RUBITS MODEL 

 
1. There are various ways of using the side support stop for stably positioning the piece 

to be grooved in the desired way and with the desired repeatability. 
2. When mounting the cutting wheel and the accessories in the toolholder, make sure 

that the flat portion of the item is in the position facing the user so that when the 
sleeve is screwed up it will correctly hold the wheel. 

3. Place the ceramic piece to be cut on the base and hard up against the top portion or 
numbered square (for greatest accuracy)use the side support stop. Starting from the 
end closest to the user, score the glazed side only once.  

4. Once the piece has been scored, press the separator lever forcefully forward. 
5. To make diagonal cuts, score the ceramic piece where you want to cut it, place the 

piece in the separator in such a way that the lower tip coincides with the cutting line 
and press the lever. 

6. When you want to cut very narrow pieces, score at 2 and 4 cms and then break off 
the 2cms strip. 

7. To make a curved cut, first mark the piece with a jig if necessary. 
8. Then score along the mark, with a reversed tile below to allow rotation while scoring.  

Break away. 
9. To make a right angled cut in a tile, use the ides tip, core the right angle to be cut 

with the wheel on the glazed side. 
10. Replace the wheel with the standard tip.  Turn the tile over and 3-4 mm deep grooves 

in the bisque. 
11. While still working on the reverse side, cut a diagonal groove from tip to tip, right 

through to the glaze. 
12. Do not use the separator, but tap lightly on the glazed side until the two triangles 

break away. 
13. To make a square or rectangular hole, mark the desired cut on the glaze with the 

cutting wheel. 
14. On the reverse side, cut 2-3mm deep grooves with the standard punch. 
15. While still working from the reverse side, cut two grooves diagonally within the 

square, right through to the glaze. 
16. Tap lightly on the glazed side until the four triangles break away. 
17. To make a 45 degree bevel on glazed tiles, align the tip of the punch with the wedge 

of the tile to be beveled.  Start cutting away at the upper end of the tile with 
continuous strokes from bottom to top and continue until 1mm of the tile is left 
unmitered. 
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